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ABRASIVE CUTTING AND GRINDING 

Grinders and grinding wheels are useful and safe tools but you must remember that they are not unbreakable, and you 
must use them properly. Accidents involving grinding and cutting wheels can be serious. The outside edge of a three-inch 
wheel on a 20,000 RPM grinder is traveling at speeds in excess of 175 miles per hour. If a wheel breaks apart while trav­
eling at that speed, serious personal injury and equipment damage can occur. Care must be taken to ensure that both the 
grinder and the wheels or disks are in safe operating condition. 

Stationary grinders must either be heavy enough or properly mounted to a stable surface to keep the machine from tipping 
over and prevent excessive vibration. The wheels on these grinders must be enclosed to protect you from flying fragments 
if a wheel were to burst or break apart. The enclosures also reduce your exposure to sparks and debris while grinding. 
The exposed section of the wheel cannot exceed 90 degrees of arc. The hood enclosure should be 1/4 inch from the 
wheel, and it should be adjusted as the wheel wears. Tool rests should be 1/8 inch from the wheel, and they should be ad­
justed for wear too. 

The particles created during cutting and grinding travel at amazing speeds, so eye protection is a must whenever you are 
using an abrasive cutter or grinder. In some cases a full-face shield is necessary. Depending on the type of material being 
cut or ground, you may also need to wear a dust mask or even a respirator. If you are not sure what PPE is needed, check 
with your supervisor before you start work. 

When you make contact with the wheel or disk, do so gently and apply steady even pressure. Don't push so hard that the 
wheel or motor slows noticeably, and don't wear grooves into the surface. Only grind or cut with the surface or edge 
specified by the manufacturer. Never run a wheel or disk above the speed specified by the manufacturer. Each operator 

-)ould inspect wheels for chips and cracks before use. 

Although the wheels and disks used for abrasive cutting and grinding do some pretty tough work, they are not unbreak­
able. In fact, they are very fragile, and should be handled as if they were made of glass. Every time you mount or un­
mount a wheel or disk inspect it for cracks, chips, gouges, and any other damage. If it's damaged don't use it. 
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Keep your work braced and your hands safe. 
Don't let a grinder turn your fingers 

into ground meat! 
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These instructions do not supersede local, state, or federal regulations. 
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